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APPENDIX F
PUBLICATIONS REFERRED TO IN THE
SPECIFICATION

The following list, as modified and extended by the contract specific minor alterations in Appendix 0/2 (if any), is a
list of the publications to which reference is made in the Specification:

1. (05/01) BRITISH STANDARDS
(Published by The British Standards Institution)

Specification
Clause/Table/
Appendix
BS 4-1 Part 1: Specification for hot-rolled sections (11/06) 1204
BS 65 Specification for vitrified clay pipes, fittings and ducts, also Table 5/1
flexible mechanical joints for use solely with surface water Table 5/2
pipes and fittings 504
Appx B
BS 76 Specification for tars for road purpoSes 2004
BS 381C Specification for colours for identification, codingrand special Table 19/1
purposes (05/05) Table 50/1
BS 434 Bitumen road emulsions (anionic and cationic)
BS 434-2 Bitumen road emulsions. Codesof practice for the use of 920
cationic bitumen emulsions on roads and other paved areas (11/08) 948
BS 437 Specification for cast iron spigot and socket drain pipes Table 5/1
and fittings 504
Appx B
BS 505 1971. Specification forroad traffic signals (AMD 1990, 1976) (11/08) 1217
BS 594 Hot rolled asphalt for roads and other paved areas
BS 594-1 Part 1: Specification for constituent materials and asphalt 2003
mixtures (11/08)
BS 598 Sampling and examination of bituminous mixtures for roads and
other paved areas
BS 598-104 Part/104: Methods of test for the determination of density 947
and compaction (11/08) 948
BS 812 Testing Aggregate (11/05)
BS 812-124 Part 124: 1989. Method for determination of frost-heave (11/05) 602
801
BS 873 Road traffic signs and internally illuminated bollards (11/08)
BS 873-1 Part 1: Methods of test (11/08) 1202
1214
1216
BS 873-2 Part 2: Specification for miscellaneous signs (11/05) 1211
1216
BS 873-3 Part 3: Specification for internally illuminated bollards (11/05) 1210
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BS 873-5 Part 5: Specification for internally illuminated signs and
external lighting luminaires (11/03)

BS 873-6 Part 6: Specification for retroreflective and non-retroreflective
signs (11/05)

BS 873-7 Part 7: Specification for posts and fittings (11/05)

BS 970 Specification for wrought steels for mechanical
engineering purposes

507

1307
1311
2506

BS 970-1 Part 1: General inspection and testing proce
requirements for carbon, carbon manganes
steels (11/08)

d specific

BS 1088 Marine plywood (05/06)

BS 1088-1 Part 1: Requirement (05/06) 308

Appx B

308
Appx B

305
519

BS 1088-2 Part 2: Determination of bondin
(05/06)

BS 1202 Specification for nails. (Parts

BS 1214 Specification for hessia
sandbags (11/03)

BS 1305 Specification for batg ers (11/04) 1602
BS 1361 idge circuits in domestic 1416

BS 1377

BS 1377-1 631

633

505

#601
601NI
613

630

631

634

642

Table 6/1
601W

803

804

805

806

Table 8/13
947

Table 9/23

BS 1377-2
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BS 1377-3 Part 3: Chemical and electro-chemical tests (05/09)

BS 1377-4 Part 4: Compaction-related tests (11/05)
BS 1377-5 Part 5: Compressibility, permeability and durability tests
BS 1377-6 Part 6: Consolidation and permeability test
and with pore pressure measurement (11/05)
BS 1377-7 Part 7: Shear strength tests (total stress) (11/05)

BS 1377-8 Part 8: Shear strength tests (effec

BS 1377-9 Part 9: In-situ tests (11/08)

BS 1449
BS 1449-1.1

BS 1707

BS 1722
BS 1722-2

BS 1722-4
BS 1722-5

BS 1722-7 cification for wooden post and rail fences (11/05)

BS 17 6: Specification for organic powder coatings to be used as

stics finish to components and mesh (11/05)

BS 1881 Testing concrete

801

631
642

631

631
633
636

631
636

612
630
631
637
638
642
Table 6/1

408
501
2502

936

006

303
306
2504

303
2504

304
306

2604
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BS 1881-124
BS 1881-131
BS 1924

BS 1924-1

BS 1924-2

BS 2484

BS 2499
BS 2499-1
BS 2499-2

BS 2571

BS 2752
BS 2782
BS 2782-3

BS 2782-5

BS 2782-10

BS 2950

BS 3100

BS 3145
BS 3416

BS 3470

BS 3506

BS 3532
BS 3690

Part 124: Methods for analysis of hardened concrete (11/05)
Part 131: Methods for testing cement in reference concrete (11/05)
Stabilized materials for civil engineering purposes (05/09)

Part 1: General requirements, sampling, sample preparation
and tests on materials before stabilization (05/09)

Part 2: Methods of test for cement-stabilized and
lime-stabilized materials (05/09)

Specification for straight concrete and clayware cable covers

Hot applied joint sealant systems for concrete pavements (11/08)
Part 1: Specification for joint sealants (11/05)

Part 2: Code of practice for the application and use of joint
sealants (11/05)

Specification for general-purpose flexible PVC compounds for
moulding and extrusion

Chloroprene rubber compounds. Specification (05/04)
Methods of testing plastics (11/03)
Part 3: Mechanical properties (11/05)

Method 365A
Determination of softnessmumber of flexible plastics materials

Part 5: Optical and colour properties, weathering (11/05)

Method 552A

Determination in changes of colour and variations in properties
after exposure to/daylight under glass, natural weathering or
artificial light sources (05/06)

Part 10: Glass reinforced plastics (11/05)

Method 1002
Determination of loss en ignition.

Specification for Cartridge fuse-links for telecommunication
and light electrical apparatus (11/03)

Spécification forsteel castings for general engineering
purposes (11/08)

Specification for laboratory pH Meters

Specification. for bitumen-based coatings for cold application,
suitable for use in contact with potable water

Specification for field gates and posts
Specification for unplasticized PVC pipe for industrial uses

Method of specifying unsaturated polyester resin systems

Bitumens for building and civil engineering

1001
801
870

870
Table 8/15

602

Table 8/15
870

1030

1421
1507

1016
1016

2605

1017

2605

1313

1313

1416

1602

Table 16/8

1307
2104

304
308

Table 5/2
504
Appx B

1313
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BS 3690-1 Part 1: Specification for bitumens for road and other paved areas 2004
(11/08)
BS 3882 Specification for top soil Table 6/1
3006
BS 3892 Pulverized-fuel ash
BS 3892-1 Part 1: Specification for pulverized-fuel ash for use with 1702
Portland cement (05/09)
BS 3892-2 Part 2: Specification for pulverized-fuel ash for use as Type:l 506
addition (11/05)
BS 3921 Specification for clay bricks (11/08) 2503
BS 3936 Nursery stock (11/08) 3006
BS 3936-1 Part 1: Specification for trees and shrubs (11/05) 3006
BS 3936-2 Part 2: Specification for roses (11/05) 3006
BS 3936-3 Part 3: Specification for fruit plants (11/05) 3006
BS 3936-4 Part 4: Specification for forest trees (11/05) 3006
BS 3936-5 Part 5: Specification for poplars and willows (11/05) 3006
BS 3936-7 Part 7: Specification for bedding plants (11/03) 3006
BS 3936-9 Part 9: Specification for bulbs, ¢orms, and tubers (11/05) 3006
BS 3936-10 Part 10: Specification for ground cover plants (11/05) 3006
BS 3969 Recommendations for turf for.general purposes,(11/08) 3005
BS 3998 Recommendations for tree work 3010
BS 4027 Specification for sulfate-resisting Portland cement (11/04) Table 17/1
2401
BS 4043 Recommendations: for transplanting foot-balled trees 3006
BS 4072 Copper/chromium/arsenie,preparations for wood preservation (11/08) 1216
BS 4254 Specification for two-part polysulphide-based sealants (11/04) 1017
BS 4320 Specification for.metal washers for general engineering 305
purposes..Metric series (11/06) 403
407
1309
2502
BS 4395 Specitication for high strength friction grip bolts and 501
associated nuts and washers for structural engineering (11/08)
BS 4428 Code of practice for general landscape operations 3005
(excluding hard surfaces) 3006
BS 4449 Specification for carbon steel bars for the reinforcement of 1008
concrete (11/08) 1712
2502
Appx B
BS 4482 Steel wire for the reinforcement of concrete products. 1008
Specification (05/06) 1712
Appx B
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BS 4483

BS 4486

BS 4568

BS 4660

BS 4677

BS 4756

BS 4800

BS 4872

BS 4872-1
BS 4962

BS 4978
BS 5080
BS 5080-1

BS 5212
BS 5212-1
BS 5212-2

BS 5228
BS 5228-1

BS 5228-2

BS 522844

BS 5268

Steel fabric for the reinforcement of concrete. Specification (11/06)

Specification for hot rolled and processed high tensile alloy
steel bars for the prestressing of concrete (11/08)

Specification for steel conduit and fittings with metric threads

of ISO form for electrical installations. Steel conduit, bends
and couplers (08/03)

Thermoplastics ancillary fittings of nominal sizes 110/and 160

for below ground gravity drainage and sewerage (02/03)

Specification for arc welding of austenitic stainless steel
pipework for carrying fluids

Specification for ready mixed aluminium priming paints for
woodwork

Schedule of paint colours for building purposes (11/04)

Specification for approval testing of welders when welding
procedure approval is not required (05/04)

Part 1: Fusion welding of steel (11/05)

1989. Specification for plastics pipes and fittings for use as
subsoil field drains (05/04)

Specification for visual steength grading of softwood (11/03)
Structural fixings in concrete and.masonry (05/04)

Part 1: Method of test for tensile loading (11/08)

Cold applied joint sealant systems for concrete pavements
Part 1: Specification for joint sealants (11/05)

Part 2: Code of practice for the application and use of joint
sealants (11/05)

Noise control on construction and open sites

Part 1: Code of practice for basic information and procedures

for noise control (11/05)

Part 2: Guide to noise control legislation for construction and
demolition, including road construction and maintenance (11/05)

Part 4: Code of practice for noise and vibration control
applicable to piling operations (11/05)

Structural use of timber

1008
1712
Appx B

1718
Appx B

1207

Table 5/1
Table 5/2
514
Appx B

1310

312

Table 19/1
Table 19/4C
2605

Table 50/1

402

Table 5/1
503

514

515
Appx B

304

404
410
1306

1017
1016

109

109

109
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BS 5268-2

BS 5400
BS 5400-4
BS 5400-9

BS 5467

BS 5480

BS 5481

BS 5489

BS 5489-1

BS 5628

BS 5628-1
BS 5628-3

BS 5649

BS 5649-2

BS 5649-5

BS 5649-7

BS 5709

BS 5756
BS 5834

BS 5834-4
BS 5837
BS 5896

BS 5911

Part 2: Code of practice for permissible stress design,
materials and workmanship (11/05)

Steel, concrete and composite bridges
Part 4: Code of practice for design of concrete bridges (11/05)

Part 9: Section 9.2: 1983. Specification for materials,
manufacture and installation of bridge bearings (11/05)

Specification for armoured electric cables having thermosetting
insulation 600/1000 V and 1900/3300 V (02/03)

Specification for glass reinforced plastics (GRP) pipes,
joints and fittings for use for water supply or sewerage

Specification for unplasticized PVC pipe and fittings for
gravity sewers (11/08)

Code of practice for the design of road lighting.(05/06)

Lighting of roads and public amenity area (11/08)

Code of Practice for use of masonry

Part 1: Structural use of unreinforced masonty (05/06)

Part 3: Materials and components, design and woerkmanship (11/05)

Lighting columns (11/08)

Part 2: 1978. Dimensions and tolerances (AMD 3136, 1979) (11/04)

Part 5: Specification for base compartments and cableways (05/06)

Part 7: Method for verification of structural design by
calculation (11/04)

Gaps, gates and stiles — Specification (11/03)

Visual strength grading of hardwood (11/03)

Surface boxes;guards and underground chambers for gas and
waterworks purposes. (02/17)

Specification for preformed chambers. (02/17)
Trees in relation to construction. Recommendations (05/06)

Specification for high tensile steel wire and strand for the
prestressing of concrete (11/08)

Concrete pipes and ancillary concrete products (11/05)

304

1602

2101
2104

1421
Appx B

Table 5/1
Table 5/2

Table 5/1
Table 5/2
514

1302

2503

2404
2414
2417
2503

006
1314

#1301
1301NI
1309
1310
1313

#1301
1301NI
1311

#1301
1301NI
1310

304
308

304

1532
3006

1718
Appx B
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BS 5911-1

BS 5911-3

BS 5911-5

BS 5911-6

BS 5911-110
BS 5911-114

BS 5931

BS 5972
‘BS 6001-1,
ISO 2859-1°

BS 6004

BS 6100

BS 6121
BS 6121-1
BS 6150
BS 6265

BS 6319

BS 6319-1
BS 6319-2
BS 6346

BS 6657

BS 6699

Part 1: Specification for unreinforced and reinforced concrete
pipes (including jacking pipes) and fittings with flexible joints
(complementary to BS EN 1916:2002) (11/06)

Part 3: Specification for unreinforced and reinforced concrete
manholes and soakaways (complementary to BS EN 1917:2002)

Part 5: Specification for prestressed non-pressure pipes and
fittings with flexible joints (11/05)

Part 6: Specification for road gullies and gully cover slabs (11/05)

Part 110: Specification for ogee pipes and fittings
(including perforated) (11/05)

Part 114: Specification for porous pipes (11/03)

Code of practice for machine laid in situ edge details/for
paved areas

Specification for photo-electric control units for road lighting

Sampling procedures for inspection by attributes. Sampling
schemes indexed by acceptance quality limit (AQL) for
lot-by-lot inspection (11/05)

Electric cables. PVC insulatedynon-armoured cables for voltages
up to and including 450/750V; for electric power, lighting and
internal wiring (11/08)

Glossary of building/and eivil engineering terms (Parts 0 to 6) (11/08)

Mechanical cable glands
Part 1: Armour glands. Requirements and test methods (11/05)
Code of practice for painting of buildings

Specification for resistance seam welding of uncoated and
coated low carbon steel (08/03)

Testing of resin and polymer/cement compositions for use in
construction

Part 1: Method for preparation of test specimens (11/05)
Part 2: Method for measurement of compressive strength (11/05)

Electric cables — PVC insulated, armoured cables for voltages
of 600/1°000 V,and 1 900/3 300 V (11/08)

Guide to prevention of inadvertent initiation of
electro-explosive devices by radio-frequency radiation (11/04)

Specification for ground granulated blastfurnace slag for use
with Portland cement (05/04)

Table 5/1
Table25/1

507
1532
2506

Table 5/1
Table 25/1
Appx B

#508
S08NI
Appx B

Table 5/1

Table 5/1

517
1102
1103

1409

311

1419
Appx B

002
954

1423
312
1606

2601
2601

1217
1421

#607
607NI

1001

Amendment — July 2019

Volume 1 home page [



Downloaded from https://www.standardsforhighways.co.uk on 21-May-2025, Appendix F, published: Jul-2019

Volume 1 Appendix F

Specification for Highway Works Publications Referred to in the Specification
BS 6744 Stainless steel bars for the reinforcement of and use in concrete 1712
— Requirements and test methods (11/08) 1726
2410
Table 24/3
Appx B
BS 6779 Highway parapets for bridges and other structures (05/17) 006
408
BS 6779-1 Part 1: 1998 (Amd. No. 14290, 21 March 2003)
Specification for vehicle containment parapets 401
of metal construction (11/08) 406
408
409
1305
BS 6779-2 Part 2: Specification for vehicle containment parapets of concrete 401
construction (11/08) 406
408
BS 6906 Methods of test for geotextiles (11/03)
BS 6906-2 Part 2: Determination of the apparent pore size distribution by 514
dry sieving (11/03)
BS 6906-3 Part 3: Determination of water flow normal to the plane of the 514
geotextile under a constant head/(11/03)
BS 6906-7 Part 7: Determination of in-plane waterflow (11/03) 514
BS 6910 Cold pour resin compound and heat-shrink cable joints in the
voltage range up to 1000 V'a.c. and 1500 V'a.c.
BS 6910-1 Part 1: Specification for materials (11/05) 1422
BS 6910-2 Part 2: Code of practice for on-site installation (11/05) 1422
BS 6949 Specification for bitumen-based eoatings for cold 1307
application excluding use in contact with potable water 2104
‘BS 7079-F10, Part F10: Preparation of steel'substrates before application of
ISO 11126-10° paints and related products. Non-metallic blast-cleaning 5003
abrasives. Almandité garnet (05/05)
BS 7121 Code of practice for use of cranes (05/06)
BS 7121-12 Recovery Vehicles and Equipment — Code of Practice (05/06) 120
BS 7123 Specification for metal arc welding of steel for concrete 1603
reinforcement 1604
1605
1610
1611
BS 7282 Field test method for determining the relative protective
effectiveness of a wood preservative in ground contact 311
BS 7370 Grounds maintenance
BS 7370-4 Part 4: Recommendations for maintenance of soft landscape 3009
(other than amenity turf) (11/05) 3010
BS 7430 Code of practice for earthing 1420
1517
BS 7533 Pavements constructed with clay, natural stone or concrete
pavers
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BS 7533-3

BS 7533-4

BS 7533-6

BS 7542

BS 7654

BS 7671

BS 7818
BS 7901

BS 7973

BS 7956
BS 7962

BS 7979
BS 8000
BS 8000-4
BS 8008

BS 8417
BS 8420

BS 8500

Part 3: Code of practice for laying precast concrete
paving blocks and clay pavers for flexible pavements (11/04)

Part 4: Code of practice for the construction of pavement of
precast concrete flags or natural stone slabs (11/04)

Part 6: Code of practice for laying natural stone, precast concrete
and clay kerb units (11/04)

Method of test for curing compounds for concrete (11/05)

Specification for single phase street lighting fuses (cut-outs).for
low voltage public electricity distribution systems.
25A rating for highway power supplies and street furniture

Regulations for electrical installations.
IET Wiring Regulations (02/17)

Specification for pedestrian restraint.systems in metal (11/08)

Specification for recovery vehicles and vehicle recovery

equipment (11/05)

Spacers and chairs for steel reinforcement and their

specification (12/14)

Part 1: Product performancerequirements (12/14)

Part 2: Fixing and application of spacers and chairs and tying of

Reinforcement (12/14)

Specification for primérs for woodwork (11/03)

Black matefials.for marking existing road markings —

Specification (11/04)

Specification for limestone fines for use with Portland cement (12/14)
Workmanship on building sites
Part 4: Code of Practice for waterproofing (11/05)

Guide to safety procedures for the construction and descent
of machine bored shafts for piling and other purposes

Preservationof timber. Recommendations (05/04)

Methods of measuring irregularities on surfaces of roads,
footways and other paved areas using straightedges and

wedges (11/04)

Concrete. Complementary British Standard to BS EN 206-1 (11/04)

1107
1108

1104
Table 11/1

#1101
1TOLNI

1027
1416

1217
#1401
1401NI
1420
1421
1424
1503
1507
1517
1519
1526

411
120

1714
1714

1714
312

#1212
1212NI

1702

2005
1603

311

#702
702NI

Table 11/1
1701
1702
1704
1705
2602
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BS 8500-1 Part 1: Method of specifying and guidance for the specifier (05/17)

BS 8500-2 Part 2: Specification for constituent materials and concrete

BS 8666 Scheduling, dimensioning d cutting of steel
reinforcement for concr (11/08)

BS 594987 Asphalt for roads s — Specification for
transport, laying ype testing protocols (11/08)

BS EN 40 ting ¢ S (05/04)

BS EN 40-1 efinitions and terms (11/04)

BS EN rt 3-1: Design and verification — Specification for characteristic

(11/04)
3-2: Design and verification — Verification by testing (11/04)

710
1001
Table 10/1
1101
1101NI
1103
1701
1702
1704
1705
1706
1710
2602
Appx B

1008
1712
1713
Appx B

903
911TS
911W
920
923
929
930
936
937
942
943
945
946
1105

#1301
1301NI
1314

#1301
1301NI

#1301
1301NI
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BS EN 40-4 Part 4: Requirements for reinforced and prestressed
concrete lighting columns (05/06)

BS EN 40-5 Part 5: Requirements for steel lighting columns (11/04)

BS EN 40-6 Part 6: Requirements for aluminium lighting columns (11/04)

BS EN 58 Bitumen and bituminous binders. Sampling bituminous bi
(11/08)

BS EN 124 Gully tops and manhole tops for vehicular and pedestria
Design requirements, type testing, marking, ity control (11/04)

BS EN 166 Personal eye protection. Specificatig
BS EN 196 Methods of testing cement

BS EN 196-2 Part 2: Chemical analysis of ce
BS EN 197 Cement (11/08)

BS EN 197-1 Part 1: Composition, speci
low heat common ceme

1001

ity criteria for 506

614

Table 8/15
948

1001

1044

1702

2401

2601

2603

BS EN 206

BS EN 206-1 ance, production and conformity 1001
Table 10/1
1002
1005
1702
1706
1707
1724

2602
BS EN 287
BS EN 287-1

tion test of welders. Fusion welding (11/05)

Is (11/05) 402
1310
1606
1615
1803
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BS EN 295

BS EN 350

BS EN 350-1

BS EN 351

BS EN 351-1

BS EN 351-2

BS EN 388
BS EN 397
BS EN 413
BS EN 413-1
BS EN 445
BS EN 446
BS EN 447
BS EN 450
BS EN 450-1

BS EN 450-2
BS EN 459
BS EN 459-1

BS EN 459-2

BS EN 471

BS EN 473

BS EN 476

BS EN 485
BS EN485-1
BS EN 515

Vitrified clay pipes and fittings and pipe joints for drains and
sewers (Parts 1 to 7 and Part 10) (11/08)

Durability of wood and wood-based products. Natural durability
of solid wood (05/06)

Part 1: Guide to the principles of testing and classification of
natural durability of wood (05/06)

Durability of wood and wood-based products. Preservation
treated solid wood (05/06)

Part 1: Classification of preservative penetration‘and
retention (05/06)

Part 2: Guidance on sampling for the analysis of preservative-
treated wood (05/06)

Protective gloves against mecahnical risks (11/05)

Specification for industrial safety helpmets (11/05)

Masonry cement (11/05)

Part 1: Composition, specifications and conformity-eriteria (11/05)
Grout for prestressing tendons/~ Test methods (12/14)

Grout for prestressing tendons — grouting procedures (12/14)
Grout for prestressing tendens — basic requirements (12/14)

Fly ash for concrete (05/06)

Part 1: Definitions, specifications and conformity criteria (05/06)

Part 2: Conformity evaluation (05/06)
Building lime

Part 1: Definitions,Specifications and conformity criteria (11/03)

Part 2: Test methods (02/16)

High-visibility warning clothing for professional. Test methods
and requriements (05/06)

Non-destructive testing. Qualification and certification of NDT
personnel. General principles (05/17)

General requirements for components used in discharge pipes,
drains andsewers for gravity systems (05/05)

Aluminium and aluminium alloys. Sheet, strip and plate (11/06)
Part 1: Technical conditions for inspection and delivery (11/06)

Aluminium and aluminium alloys. Wrought products.
Temper designations (05/04)

Table 5/1
Table,5/2
#508
S08NI
Table 25/1

304

311

311

120
120

2401
1711
1711
1711

947
1001
1702

1001

615
643
2404
2405

641

#117
120
117NI
1310

518

408

408
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BS EN 519

BS EN 571
BS EN 571-1

BS EN 573

BS EN 573-3
BS EN 573-4
BS EN 598

BS EN 599

BS EN 599-1
BS EN 754

BS EN 754-1
BS EN 754-2
BS EN 754-7
BS EN 754-8
BS EN 755

BS EN 755-1
BS EN 755-2
BS EN 755-3
BS EN 755-4
BS EN 755-5
BS EN 755-6
BS EN 755-7
BS EN 755-8
BS EN 755-9
BS EN 771

BS EN 771-1

BS EN 771-2
BS EN 771-3

Structural timber. Grading. Requirements for machine strength
graded timber and grading machines

Non-destructive testing (05/06)

Part 1: Penetrant testing — General principles (11/05)

Aluminium and aluminium alloys. Chemical composition and
form of wrought products (05/06)

Part 3: Chemical composition (05/06)
Part 4: Forms of products (05/06)

Ductile iron pipes, fittings, accessories and their joints for
sewerage applications
Requirements and test methods (11/04)

Durability of wood and wood-based products. Performance of
preventative wood preservatives as determined by biological
tests (05/06)

Part 1: Specification according to hazard class (05/06)

Aluminium and aluminium alloys. Cold drawn rod/bar and tube
(05/04)

Part 1: Technical conditions for inspection‘and delivery (11/05)
Part 2: Mechanical properties (11/05)

Part 7: Seamless tubes, tolerances on dimensions and form (11/05)
Part 8: Porthole tubes, tolerances on dimensions and form (11/05)

Aluminium and aluminium alloys.
Extruded rod/bar, tubé and profiles (05/04)

Part 1: Technical conditions forinspection and delivery (11/05)

Part 2: Mechanical properties (11/05)

Part 3: Round bars, tolerances on dimensions and form (11/05)

Part 4: Square bars, tolerances on dimensions and form (11/05)

Part 5: Rectangular bars, tolerances on dimensions and form (11/05)
Part 6:/Hexagonal bars, tolerances on dimensions and form (11/05)
Part/7: Seamless tubes, tolerances on dimensions and form (11/05)
Part 8: Porthole tubes, tolerances on dimensions and form (11/05)
Part 9: Profiles, tolerances on dimensions and form (11/05)
Specification for masonry units (05/05)

Part 1: Clay masonry units (11/08)

Part 2: Calcium silicate masonry units (11/08)

Part 3: Aggregate concrete masonry units (dense and light-weight
aggregates) (11/08)

304

402
1310

408

408
408

Table 5/1
Table 5/2
Table 25/1

311
408

408
408
408
408

408
408
408
408
408
408
408
408
408
408

Table 11/1
2406
2417
2503

2406

513

2406
2407
2417
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BS EN 771-5

BS EN 772
BS EN 772-1

BS EN 772-2

BS EN 772-5

BS EN 772-7

BS EN 772-13

BS EN 877

BS EN 932

BS EN 932-1
BS EN 932-2

BS EN 932-3

BS EN 933
BS EN 933-1

BS EN 933-2

BS EN 933-3
BS EN 934
BS EN 934-2

BS EN 934-3

BS EN 934-4

Part 5: Manufactured stone masonry units (11/08)

Methods of test for masonry units (05/05)

Part 1: Determination of compressive strength (05/06)

Part 2: Determination of percentage area of voids in aggregate
concrete masonry units (by paper indentation) (11/08)

Part 5: Determination of the active soluble salts content of clay.
masonry units (05/06)

Part 7: Determination of water absorption of clay/masenry damp
course units by boiling in water(05/06)

Part 13: Determination of net and gross dry density of masonry
units (except for natural stone) (05/06)

Cast iron pipes and fittings, their joints and accessorie$ for the
evacuation of water from buildings. Requirements, tést methods
and quality assurance (11/04)

Tests for general properties of aggregates (11/05)
Part 1: Methods for sampling (11/05)
Part 2: Methods for reducing laboratory samples (11/05)

Tests for general properties of aggregates. Procedure and
terminology for simplified petrographic description (11/08)

Tests for geometrical properties of aggregates (11/05)

Part 1: Determination of particle size distribution — sieving method
(05/09)

Part 2/ Determination of particle size distribution —
Test sieves;. nominal size of apertures (11/05)

Part 3: Determination of particle shape — Flakiness index (11/05)
Admixtures for concrete, mortar and grout

Part 2: Conerete admixtures — Definitions, requirements,
conformity, marking and labelling (11/05)

Part 3: Admixtures for masonry mortar — Definitions,
requirements, conformity, marking and labelling (11/05)

Part 4: Admixtures for grout for prestressing tendons —
Definitions, requirements, conformity, marking and labelling (05/06)

2408
2417

Table 24/2
Table 24/4

2406
2407
2417

Table 24/2
Table 24/4

Table 24/2
Table 24/4

Table 24/2
Table 24/4

504

710

710
1702

1704
#601
601TS
601W
601NI
801

Table 6/1
Table 8/15
901

947

Table 6/1
Table 6/5
710

1507

1702

1001
1044
1702
1711

2404

1711
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BS EN 970 Non-destructive examination of fusion welds 10
Visual examination (05/17)

BS EN 998 Specification for mortar for masonry (11/05)

BS EN 998-1 Part 1: Rendering and plastering mortar (11/05)

BS EN 998-2 Part 2: Masonry mortar (11/05)

BS EN 1008 Mixing water for concrete — Specification for sampling, testing

and assessing the suitability of water, including water
from processes in the concrete industry, as mixing wa
concrete (05/09)

BS EN 1011 Welding — Recommendations for welding of meta
BSEN 1011-1 Part 1: General guidance for arc welding (11/

402

1310
1606
1615
1807

402

1310
1606
1615

402
1310
1807

BSEN 1011-4 Part 4: Arc welding of iminium alloys (11/05) 402
1310

BS EN 1011-2 Part 2: Arc welding of ferritic steels

BS EN 1011-3 Part 3: Arc welding of stainless s

BS EN 1015
BS EN 1015-11

Methods of test for mo
2417

BS EN 1053 ics pipi stics piping systems for Table 5/10
(BS 2782-11 i . ethods for watertightness (11/03)
Method 1112B 1996)

BS EN 1090 Executi and aluminium structures. (12/14)

BS EN 1090-2 ical requirements for steel structures (12/14) 1800
1801
1803
1804
1805
1806
1807
1808
Table 18/3
1809
1810
1811
1812

BS EN 1097 for mechanical and physical properties of aggregates (11/05)
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BS EN 1097-2

BS EN 1097-5

BS EN 1097-6
BS EN 1097-8

BS EN 1277

BS EN 1295

BS EN 1295-1
BS EN 1317
BS EN 1317-1

BS EN 1317-2

BS EN 1317-3

BS EN 1317-5

BS EN 1337
BS EN 1338
BS EN 1339

BS EN 1340

BS EN 1341

BS EN 1344
BS EN 1367
BS EN 1367-2
BS EN 1401

BS EN 1401-1

BS EN 1411:1996,
BS 2782-11:
Method 1108B:
1996

Part 2: Methods for the determination of resistance to fragmentation
(11/08)

Part 5: Determination of the water content by drying in a
ventilated oven (05/09)

Part 6: Determination of particle density and water absorption (11/05)
Part 8: Determination of the polished stone value (11/85)

Plastics piping systems. Thermoplastics piping systems for buried
non-pressure applications. Test methods for leaktightness of
elastomeric sealing ring type joints (05/06)

Structural design of buried pipelines under various conditions of
loading (05/06)

Part 1: General requirements (11/08)
Road restraint systems (05/04)
Part 1: Terminology and general criteria for test methods (05/17)

Part 2: Performance classes, impact test acceptance criteria and
test methods for safety barriers/(05/17)

Part 3: Performance classes, impact test acceptance criteria and
test methods for crash cushions (11/05)

Part 5: Product requirements and evaluation of conformity for
vehicle restraint systefns..(05/17)

Structural Bearings (02/16)
Concrete paving blocks — Requirements and test methods (11/04)

Concrete paving flags — Requirements and test methods (11/08)

Concretekerbunits — Requirements and test methods (11/08)

Slabs of natural stone for external paving
— Requirements and test methods (11/04)

Clay pavers-Requirements and test methods (11/04)
Tests for thermal and weathering properties of aggregates (11/05)
Part 2:"'Magnesium sulfate test (11/05)

Plastics piping systems for non-pressure underground drainage
and sewerage unplasticized poly (vinyl chloride) (PVC-U) (05/06)

Part l: Specification for pipes, fittings and system (05/06)

Plastics piping and ducting systems. Thermoplastics pipes.
Determination of resistance to external blows by the staircase
method (11/03)

635
1001
1702

Table 6/1 Footnotes
Table 8/14
947

1001

711
1044

Table 5/11

Table 5/9
Appx A

401
407
408

401
407
408

401

401
403

2101
1107

1104
1109
Table 11/1

#1101
1TOINI
Table 11/1

1104
Table 11/1

1108

635

Table 5/1
Table 5/2
514

Table 5/9
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BS EN 1418

BS EN 1423

BS EN 1424

BS EN 1426

BS EN 1427

BS EN 1433

BS EN 1435

BS EN 1436

BS EN 1437

BS EN 1452

BS EN 1452-1

BS EN 1452-2

BS EN 1452-3

BS EN 1452-4

BS EN 1452-5

BS EN 1463
BS EN 1463-1

BS EN 1463-2
BS EN 1559

BS EN 1559-1
BS EN 1559-4

Welding personnel. Approval testing of welding operators for
fusion welding and resistance weld setters for fully mechanised
and automatic welding of metallic materials (11/08)

Road marking materials. Drop on materials. Glass beads,
anti-skid aggregates and mixtures of the two (11/08)

Road marking materials. Premix glass beads (11/04)

Methods of tests for petroleum and its products.
Bitumen and bituminous binders. Determination of needle
penetration (11/08)

Methods of test for petroleum and its products.
Bitumen and bituminous binders. Determination of softening
point. Ring and ball method (11/08)

Drainage channels for vehiclular and pedestrian areas.
Classification, design and testing requirements, marking and
evaluation of conformity (11/08)

Non-destructive examination of welds«Radiographic examination
of welded joints. (12/14)

Road marking materials
Road marking performance for/oad users (11/04)

Plastics piping systems.Piping systems for underground drainage
and sewerage. Test method for resistance to combined temperature
cycling and external dloading (11/03)

Plastics piping systems for water supply — Unplasticised poly
(vinyl chloride) (PVC-U) (05/05)

Part 1: General (11/08)

Part 2: Pipes (11/08)

Part 3:* Fittings (11/08)

Part 4: Valves and.ancillary equipment (11/08)

Part 5: Fitness for purpose of the system (11/08)

Road marking materials. Retroreflecting road studs (11/08)

Part 1:Initial performance requirements (11/08)

Part 2: Road test performance specifications (11/08)
Founding. Technical conditions of delivery (05/04)
Part 1: General (11/05)

Part 4: Additional requirements for aluminium alloy castings (11/05)

402
1803
Appx H

#1212
1212NI

#1212
1212NI
Appx B

Table 9/6
Table 9/7
958

Table 9/6
Table 9/7
958

516
517
Appx B

Table 18/6

#1212
1212NI
1214
1219
2606

Table 5/11

Table 5/2
504

Table 5/2
504

Table 5/2
504

Table 5/2
504

Table 5/2
504

1213NI

#1213
1213NI

1213NI
408
408
408
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BS EN 1563
BS EN 1592
BS EN 1592-1
BS EN 1592-2
BS EN 1592-3
BS EN 1592-4

BS EN 1593

BS EN 1676

BS EN 1706

BS EN 1714

BS EN 1744
BS EN 1744-1

BS EN 1779

BS EN 1790

BS EN 1793

BS EN 1793-1
BS EN 179342
BS EN 1824

BS EN 1852

Founding. Spheroidal graphite cast iron (05/04)

Aluminium and aluminium alloys. HF seam welded tubes (05/04)
Part 1: Technical conditions for inspection and delivery (11/05)
Part 2: Mechanical properties (11/05)

Part 3: Tolerances on dimensions and form for circular tubes (11/05)

Part 4: Tolerances on dimensions and form for square, rectangular and

shaped tubes (11/05)

Non-destructive testing. Leak testing. Bubble emission
techniques. (12/14)

Aluminium and aluminium alloys. Alloyed ingots forremelting.
Specifications (05/04)

Aluminium and aluminium alloys. Castings.
Chemical composition and mechanical properties (05/04)

Non destructive examination of welded joint.
Ultra testing of welded joints (05/17)

Tests for chemical properties of aggregates

Part 1: Chemical analysis (11/08)

Non-destructive testing. Leak testing. Criteria for method and
technique selection. (12/14)

Read marking materials
Preformed road markings (11/08)

Road traffic noise-reducing devices.
Test method fordetermining the acoustic performance (05/04)

Part 1: Intrinsic characteristics of sound absorption (11/05)
Part 2: Intrinsic characteristics of airborne sound insulation (11/05)

Road marking materials. Road trials (11/04)

Plastic piping systems for non-pressure underground drainage
and sewerage — Polypropylane (PP) (11/05)

1602
408
408
408
408

408
1810

408

408
1310

503

505

601

614

615

643

644
Table 6/1
Table 6/3
601TS
601W
601NI
801

840

1001
1702
2404

1810

#1212
1212NI
1214

2504

2504
2504

#1212
1212NI
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BS EN 1852-1

BS EN 1871

BS EN 1912

BS EN 1916

BS EN 1917

BS EN 1979
BS 2782-11:
Method 1110C

BS EN 1990

BS EN 1991
BS EN 1991-1-5

NA to BS EN
1991-1-5

BS EN 1991-2
BS EN 1991-1-7
BS EN 1992

BS EN 1992-1-1

BS EN 1992-2

NA to BS EN
1992-2

BS EN 1993

BS EN 1993-1-1
BS EN 199341-5
BS EN 1993-1-8
BS EN 1993=1-9
BS EN 1993-1-10

Part 1: Specifications for pipes, fittings and the system (11/05)

Road marking materials.
Physical properties (11/04)

Structural timber. Strength classes.
Assignment of visual grade and species

Concrete pipes and fittings, unreinforced, steel fibre and
reinforced (11/04)

Concrete manholes and inspection chambers, unfeinforced;
steel fibre and reinforced (11/08)

Plastics piping and ducting systems. Thermoplastics spirally-
formed structured-wall pipes. Determination of the tensile
strength of a seam (05/06)

Eurocode. Basis of structural design (12/14)

Eurocode 1. Actions on structures (05/17)
General actions. Thermal actiofis (05/17)

UK National Annex to Eurocode 1. Actions.on structures. General
actions. Thermal actions. (05/47)

Traffic loads on bridges/(05/17)
Accidental actions (05/17)

Eurocode 2. Design of conereéte structures. Concrete bridges (12/14)

General rules,and rules for buildings (12/14)

Design and detailing rules (12/14)

UK. National Annex to Eurocode 2. Design of concrete structures.
Concrete bridges. (05/17)

Eurocode 3. Design of steel structures. (12/14)
General rules and rules for buildings (05/17)
Plated structural elements (05/17)

Design of joints (05/17)

Fatigue (12/14)

Material toughness and through-thickness properties

Table 5/1
Table,5/2
514

#1212
1212NI
1214
2606

304

Table 5/1
Table 25/1

507
1532
2506

Table 5/9

1800
408

400

408
408

1710
1713
1717
1724 Fig 17/1

1710
1713
1717
1724 Fig 17/1

411
1710
1724 Fig 17/1

408

408
408
408
Table 18/6
408
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BS EN 1993-2
BS EN 1996
BS EN 1996-2

BS EN 4017

BS EN 10025
BS EN 10025-1

BS EN 10025-2

BS EN 10025-3

BS EN 10025-4

BS EN 10025-5

BS EN 10025-6

BS EN 10029

BS EN 10034

BS EN 10048

BS EN 10051

BS EN 10056

Steel bridges (05/17)
Eurocode 6: Design of masonry structures. (02/17)

Design considerations, selection of materials and execution
of masonry. (02/17)

Aerospace series. Pipe coupling 8°30” in titanium alloy.
Elbows 90° (11/08)

Hot rolled products of structural steels (11/05)
Part 1: General technical delivery conditions (11/08)

Part 2: Technical delivery conditions for non-alley structural
steels (11/08)

Part 3: Technical delivery conditions for normalized/normalized
rolled weldable fine grain structural steels (11/08)

Part 4: Technical delivery conditions for thermo mechanical
rolled weldable fine grain structural steels (11/08)

Part 5: Technical delivery conditions for structural steels with
improved atmospheric ¢orrosion resistance. (12/14)

Part 6: Technical delivery.conditions for flat products of high
yield strength structural steels in the quenched and tempered
condition (11/08)

Specification for tolerances:on dimensions, shape and mass
for hot rolled steel plates 3 mm thick or above (11/08)

Structural steel I and H sections.
Tolerances on shape and dimensions

Hot rolled narrow steel strip — Tolerances on dimensions and
shape (11/08)

Continuously hot-rolled uncoated plate, sheet and strip of
non-alloyand alloy steels — Tolerances on dimensions and
shape (11/08)

Specification for structural steel equal and unequal angles (11/05)

408

Table 11/1

501

408

1307
1310
1602
1805
2104
2502

1307
1310
1602
2104
2502

408

408

1805
1807

1805
1806

403

407

408

1307
Table 24/3
2502

1606

403

407

408

Table 24/3
2502

403

407

408

Table 24/3
2502

Amendment — July 2019

Volume 1 home page [

22



Downloaded from https://www.standardsforhighways.co.uk on 21-May-2025, Appendix F, published: Jul-2019

Volume 1

Specification for Highway Works

Appendix F

Publications Referred to in the Specification

BS EN 10056-1

BS EN 10080

BS EN 10087

BS EN 10088
BS EN 10088-1

BS EN 10088-3

BS EN 10160

BS EN 10163

BS EN 10136-2
BS EN 10136-3
BS EN 10210

BS EN 10210-2
BS EN 10219

BS EN 10219-2
BS EN 10223
BS EN 10223-3

BS EN 10223-8
BS EN 10244

BS EN 10244-2

BS EN 10248
BS EN 10250
BS EN 10255

BS EN 10258

BS EN 10259

Part 1: Dimensions (11/05)

Steel for the reinforcement of concrete. Weldable reinforcing
steel. General (11/08)

Free cutting steels. Technical delivery conditions for semi-finished

products, hot rolled bars and rods. (05/17)
Stainless steels (11/03)
Part 1: List of stainless steels (05/17)

Part 3: Technical delivery conditions for semi-fifiished products,
bars, rods, wire sections and bright products of corrosion resisting
steels for general purposes (11/08)

Ultrasonic testing of steel flat product of thickness equal or
greater than 6 mm (reflection method)

Delivery requirements for surface condition of hot-rolled steel
plates, wide flats and sections. (12/14)

Part 2: Plate and wide flats (12/14)
Part 3: Sections (12/14)

Hot finished structural hollew sections of non-alloy and fine
grain structural steels (05/04)

Part 2: Tolerances, dimensions and sectional properties (11/05)

Cold formed welded structural sections of non-alloy and fine
grain steels (11/05)

Part 2: Tolerances, dimensions and sectional properties (11/05)
Steel wire and wire products for fencing and netting (02/16)

Hexagonalssteehwire mesh products for civil engineering
purposes (02/16)

Welded mesh gabion produets (02/16)

Steel'wire:and wire products — Non-ferrous metallic coatings on
steel wire (11/05)

Part 2: Zinc or zine alloy coatings (11/05)

Hotrolled:sheet piling of non alloy steels
Open steel die forgings for general engineering purposes (11/05)

Non-alloy steel tubes for welding and threading. Technical
delivery conditions. (05/17)

Cold-rolled stainless steel narrow strip and cut lengths —
Tolerances on dimensions and shape (05/17)

Cold-rolled stainless steel wide strip and plate/sheet — Tolerances
on dimensions and shape (05/17)

408

1008
1712
2502

408

403

407

1807

2410
Table 24/3
2502

955
Table 24/3

1805

1805
1805

1204
1310

408

408

626

626

2605

1615

Table 11/1
408

Table 24/3

Table 24/3
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BS EN 10277
BS EN 10277-1
BS EN 10277-2
BS EN 10277-3
BS EN 10277-4
BS EN 10277-5
BS EN 10278
BS EN 10293
BS EN 10296

BS EN 10296-2
BS EN 10326

BS EN 10327

BS EN 12020

BS EN 12020-1
BS EN 12020-2

BS EN 12061
BS 2782-11:
Method 1108D

BS EN 12201
BS EN 12201-1

BS EN 12256,
BS 2782-11:
Method 1111F:

BS EN 12271
BS EN 12272
BS EN 12272-1

BS EN 12272-2
BS EN 12273

BS EN 12274
BS EN 12274-8
BS EN 12350
BS EN 12350=1

Bright steel products. Technical delivery conditions (05/17)
Part 1: General (11/08)

Part 2: Steels for general engineering purposes (11/08)

Part 3: Free cutting steels (11/08)

Part 4: Case-hardening steels (11/08)

Part 5: Steels for quenching and tempering (11/08)
Dimensions and tolerances of bright steel products (11/08)
Steel castings for general engineering uses (11/08)

Welded circular steel tubes for mechanical and general
engineering purposes — Technical delivery conditions (05/06)

Part 2: Stainless steel (05/06)

Continuously hot-dip zinc coated structural steels strip-and.sheet.
Technical delivery conditions(11/05)

Continuously hot-dip coated strip and sheet of low carbon steels
for cold forming. Technical delivery conditions (05/06)

Aluminium and aluminium alloys. Extruded precision profiles in
alloys EN AW-6060 and EN AW-6063 (11/04)

Part 1: Technical conditions fordnspection and delivery (11/05)
Part 2: Tolerances on dimensions and form (11/05)

Plastics piping systems. Thermoplastics fittings.
Test method for impact resistance (05/06)

Plastic piping systems for water supply — Polyethylene (PE) (11/06)
Part 1: Pipes (11/06)

Plastic piping systems. Thermoplastic fittings. Test method for
mechanical strength or flexibility of fabricated fittings (05/06)

Surface dressing: Requirements (11/08)
Surface dressing — Test:imethods

Part 1; Rate of spread and accuracy of spread of binder and
chippings (05/06)

Part:2: Visual Assessment of Defects (11/05)
Slurry Surfacing. Requirements (11/08)

Slurry surfacing. Test methods (05/06)
Part.8: Visual assessment of defects (05/06)
Testing fresh concrete (11/05)

Part 1: Sampling (11/08)

408
408
408
408
408
408
1606

Table 24/3

2104
501

408
408
408
Table 5/10

1530
Table 5/10

922

919
920
922
936

922

918
936

918

1003
1005
1724
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BS EN 12350-2 Part 2: Slump test (11/08)

BS EN 12350-3 Part 3: Vebe test (11/08)

BS EN 12350-4 Part 4: Degree of compactibility (11/08)
BS EN 12350-5 Part 5: Testing fresh concrete. Flow table test (11/08)

BS EN 12350-7 Part 7: Air content — Pressure methods (11/05)
BS EN 12390 Testing hardened concrete (11/05)
BS EN 12390-1 Part 1: Shape, dimensions and other requirements

and moulds (11/08)

BS EN 12390-2 Part 2: Making and curing specimens for s

BS EN 12390-3 Part 3: Compressive strength of ens (05/09)

BS EN 12390-5 Part 5: Flexural streng i (11/08)
BS EN 12390-7 Part 7: Density of harde ) 9)

BS EN 12592 Bitumen and bi
(05/18)

BS EN 12593 | 1 i etermination of the Fraass

ination of solubility.

BS EN 12594

BS EN 12595

BS EN 12843 cts. Masts and poles (12/14)

BS EN 12504 concrete in structures (11/05)

BS EN 12504-1 : ecimens taking, examining and testing in

BS EN 12591 and bituminous binders

ions for paving grade bitumens (11/08)

1003
1043
1602
2601

1003
1011
1030
1043
1609
1610
1724
2601

1043
1711
1724
2601

1610
1003
Table 9/6

Table 9/6
Table 9/8

Table 9/6

1710

1004

901
920
936
937
Table 9/10
947
948
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BS EN 12607

BS EN 12607-1

BS EN 12613

BS EN 12620

BS EN 12666

BS EN 12666-1

BS EN 12676
BS EN 12676-1
BS EN 12676-2
BS EN 12697
BS EN 12697-1

BS EN 12697-2
BS EN 12697-5
BS EN 12697-6

BS EN 12697-8

Methods of test for petroleum and its products — Bitumen and
bituminous binders (11/03)

Part 1: Determination of the resistance to hardening under the
influence of heat and air. RTFOT method (11/08)

Plastic warning devices for underground cables and pipelin
with visual characteristics. (02/17)

Aggregates for concrete (11/08)

Plastics piping systems for no
and sewerage — Polyethylene (P

erground drainage

Part 1: Specification for pip

Anti-glare systems f
11/05)
Part 2: Test metho
Bituminous mixtures

Soluble bi

s for hot mix asphalt (11/08)

Table 11/1
1418
1603
1604
1702
2603
2607

Table 5/1
Table 5/2
514

412
412
925

Table 6/1
807
947

Table 9/23
947

Table 9/21
Table 9/23

903
929
930
937
Table 9/21
Table 9/23

903
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BS EN 12697-26

BS EN 12697-27
BS EN 12697-32

BS EN 12697-33
BS EN 12697-35
BS EN 12697-39
BS EN 12697-45

BS EN 12767

BS EN 12794
BS EN 12878

BS EN 13036
BS EN 13036-1

BS EN 13036-4

BS EN 13043

Stiffness (11/08)

Sampling (11/08)

Laboratory compaction of bituminous mixtures by vibratory
compactor (11/08)

Specimen prepared by roller compactor (11/08)
Laboratory mixing (11/08)

Binder content by ignition (11/08) Table 6/1

Saturation Ageing Tensile Stiffness (SATS) conditionin

(05/18) 901

1510

Passive safety of support structures for roa
Requirements and test methods. (02/17)

1710
1702

Precast concrete products. Foundation piles (12/1

918

921

922

923

942

Table 9/15
946

1026

1031

1044

Part 4: Me urement of slip/skid resistance of a 711
test (11/05) 946

ixtures and surface treatments for 901
fficked areas (11/08) 903
909
910
911
911TS
911W
915
919
922
923
924
942
943
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BS EN 13055
BS EN 13055-1
BS EN 13074

BS EN 13074-1
BS EN 13074-2
BS EN 13101

BS EN 13108

BS EN 13108-1

BS EN 13108-2

BS EN 13108-4

BS EN 13108-5

BS EN 13108-7

BS EN 13108-20
BS EN 13108-21

BS EN 13139

Lightweight aggregates (12/14)

Part 1: Lightweight aggregates for concrete, mortar and grout (12/14)

Bitumen and bituminous binders. Recovery of binder from
bituminous emulsion or cut-back or fluxed bituminous binders
(05/18)

Recovery by evaporation. (05/18)
Stabilisation after recovery by evaporation. (05/18)

Steps for underground man entry chambers.
Requirements, marking, testing and evaluation of con

Bituminous mixtures. Material specifications (11

v

Asphalt Concrete for Very Thin TM) (05/18)

Hot rolled asphalt (1Q

Asphalt concrete (11/08)

ates for mortar (11/03)
ntent of a piece of sawn timber (11/02)
terminiation by oven dry method (11/05)

2: Estimation by electrical resistance method (11/05)

901
902
1105

906
909
912
914
929
930
942
Table 9/10

942
Table 9/10

904
905
910
911
911TS
911W
915
943

937
942
Table 9/10

938
903
930

2402
311
311
311
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BS EN 13242 Aggregates for unbound and hydraulically bound materials for
use in civil engineering work and road construction (05/09)

BS EN 13251 Geotextile and geotextile-related pre
required for use in earthworks, fo
structures (02/16)

BS EN 13263 Silica fume for concrete (12/14

BS EN 13263-1 Part 1: Definitions, requirements and ¢ nity criteria (12/14)

BS EN 13285 Unbound mixtures — Sy

BS EN 13286
BS EN 13286-2 draulically bound mixtures. Test methods

BS EN 13286-4 thods for laboratory reference density and water

ength of hydraulically bound mixtures (05/09)

BS EN 3: Test method for the determination of the modulus of
icity of hydraulically bound mixtures (05/09)

Table 8/2
803

804

805

806

807

813

Table 8/15

609

1702
1702

505
Table 5/5
Table 6/1
801
Table 8/1
803
804
805
806
807

Table 6/1
823
947
948

Table 8/14
870
Table 8/16

Table 8/16

Table 8/16
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BS EN 13286-45 Part 45: Test method for the determination of the workability

period of hydraulically bound mixtures. (05/09) Table,8/10
BS EN 13286-46 Part 46: Test method for the determination of the moisture Table 8/14
condition value (05/09) Table 8/15
BS EN 13286-47 Part 47: Test methods for the determination of California bearing Table 6/1
ratio, immediate bearing index and linear swelling (05/06) 880
BS EN 13286-48 Part 48: Test method for the determination of the degree of Table 6/1
pulverisation (05/09) Table 8/14
Table 8/15

BS EN 13286-49 Part 49: Accelerated swelling test for soil treated by lime
and/or hydraulic binder (05/09) Table 8/14

BS EN 13286-50 Part 50: Method for the manufacture of test specimens of
hydraulically bound mixtures using Proctor equipment or

vibrating table compaction (05/09) 823

BS EN 13286-51 Part 51: Method for the manufacture of test specimens of 870
hydraulically bound mixtures using vibrating hammef Table 8/16
compaction (05/09) 871

BS EN 13302 Bitumen and bituminous binders. Determination of Table 9/8

dynamic viscosity of bituminous binder using a rotating
spindle apparatus. (05/18)

BS EN 13391 Mechanical tests for post-tensioning,systems (11/08) 1724
Appx B

BS EN 13369 Common rules for precast conerete. products (12/14) 1710
1728

BS EN 13422 Vertical road signs. Portable deformable warning devices and 1214
delineators. Portablefoad traffic signs: Cones and cylinders (05/05)

BS EN 13588 Bitumen and bituminous binders— Determination of cohesion of 918
bituminous binders with pendulum test. (05/18) 919
920
922
Table 9/8
937
943

BS EN 13670 Execution of concrete structures (12/14) 1701
1710
1711
1724
1725
1727
1728

BS EN 13808 Bitumen and bituminous binders. 813
Framework for specifying cationic bituminous emulsions (05/09) 818

903

919

920

922

936

948

BS EN 13877 Concrete pavements (11/05)
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BS EN 13877-1

BS EN 13877-2

BS EN 13877-3

BS EN 13880
BS EN 13880-2

BS EN 13880-3

BS EN 13924

BS EN 13991

BS EN 14081-1

BS EN 14020
BS EN 14020-1
BS EN 14020-2
BS EN 14020-3
BS EN 14023

BS EN 14188
BS EN 14188-1

BS EN 14227

BS EN 14227-1

BS EN 14227-2

Part 1: Materials (11/05)

Part 2: Functional requirements for concrete pavements (05/09)

Part 3: Specification for dowels to be used in concrete
pavements (05/06)

Hot applied joint sealants (11/06)

Part 2: Test method for the determination of coné penetration.
at 25°C (11/06)

Part 3: Test method for the determination of penétration.and
recovery (resilience) (11/08)

Bitumen and bituminous binders.
Specifications for hard paving grade bitumens (11/08)

Derivatives from coal pyrolysis. Coal for based oils. Creosotes
Specifications and test methods (11/08)

Timber structures. Strength graded structutal timber with
rectangular cross section. General requirements (11/08)

Reinforcements. Specification for textile glass rovings (11/03)
Part 1: Designation (11/03)

Part 2: Methods of test and general requirements (11/03)

Part 3: Specific requitements (11/03)

Bitumen and bituminous binders.
Framework specification for pelymer modified bitumens (11/08)

Joint fillers'and sealants(11/06)

Part 14 Specifications for hot applied sealants (11/06)
Hydraulically bound mixtures — Specifications (05/09)

Part 12 Cement bound granular mixtures (05/09)

Part 2: Slag bound mixtures (05/09)

1001
Table,10/1
1004

1001
Table 10/1
Table 10/2
1003
1004

1011

1016

1016

930
Table 9/6

311

304

1313
1313
1313

901
903
920
936
937
Table 9/10

1016
1017

810
811

812
822
823
Table 8/16
870

823
831
832
835
Table 8/15
948
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BS EN 14227-3

BS EN 14227-4

BS EN 14227-5

BS EN 14227-10

BS EN 14227-11

BS EN 14227-12

BS EN 14227-13

BS EN 14227-14

BS EN 14399

BS EN 14399-3

BS EN 14770

BS EN 14771

BS EN 14844

BS EN 14769

BS EN 15050

BS EN 15167

BS EN 15167-1

BS EN 15167-2
BS EN 15258

Part 3: Fly ash bound mixtures (05/09)

Part 4: Fly ash for hydraulically bound mixtures (05/09)

Part 5: Hydraulic road binder bound mixtures (05/09)

Part 10: Soil cement and cement stabilized soils (05/09)

Part 11: Soil treated by lime (05/09)

Part 12: Soil treated by slag (05/09)

Part 13: Soil treated by hydraulic foad binder (05/09)

Part 14: Soil treated by fly ash'(05/09)

High-strength structural bolting for preloading. (12/14)
Part 3: System HR. Héxagon bolt and nut assemblies (12/14)

Bitumen and bituminous binders. Détermination of complex shear
modulus and phase angle, Dynamic Shear Rheometer (DSR).
(05/18)

Bitumen and bituminous binders. Determination if the flexural
creep stiffness. Bending Beam Rheometer (BBR). (05/18)

Precast concrete products. Box culverts (12/14)

Methods of test for petroleum and its products.
Bitumen and bituminousbi nders. Accelerated long-term ageing
conditioning by a pressure ageing vessel (PAV) (11/08)

Precast concrete products. Bridge elements (12/14)

Ground granulated blast furnace slag for use in concrete,
mortar and grout (12/14)

Part 1: Definitions, specifications and conformity criteria (12/14)

Part 2: Conformity evaluation (02/16)

Precast concrete products. Retaining wall elements (12/14)

830
831
832
834

811
Table 8/15
948

830
831
832

840

Table 8/13
Table 8/14
Table 8/16

811
948

840
Table 8/13
Table 8/14

840
Table 8/13

840
Table 8/13
Table 8/14

1805
1808

918
919
922
Table 9/8
937
943
955

Table 9/8

1710
955

1710
1710

1001
1710

1001
1710
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BS EN 15381

‘BS EN 20898-2,
ISO 898-2°

BS EN 22063

BS EN 22553

BS EN 45011

BS EN 50086

BS EN 50086-2-4
BS EN 50174

BS EN 50174-3
BS EN 50262

BS EN 50393

BS EN 55014

BS EN 55014-1
BS EN 60155

BS EN 60243

‘BS EN 60243-2
IEC 6024302’

BS EN 60269
BS EN 60269-1
BS EN 60269-2

BS EN 60529

BS EN 60598
BS EN 60598-2-3

BS EN 60898

BS EN 60921

BS EN 60923

BS EN 60947
BS EN 60947-2

Geotextiles and geotextile related products. Characteristics required /936

for use in pavements and asphalt overlays. (07/19)

Mechancial properties of fasteners
Part 2: Nuts with specified proof load values — Coarse thread (05/06)

Metallic and other inorganic coatings.
Thermal spraying. Zinc, aluminium and their alloys (05/03)

Welded, brazed and soldered joints. Symbolic representation
on drawings (11/08)

General requirements for bodies operating product cettification
schemes (05/14)

Specification for conduit systems for electrical installations
Part 2-4: Conduit systems buried under ground (11/05)
Information technology. Cabling installation. (02/17)
Installation planning and practices outside buildings. (02/17)
Metric cable glands for electrical installations (11/05)

Test methods and requirements for accessories for use in
distribution cables of rated voltage 0,6/1,0(1,2)kV (02/17)

Electromagnetic compatibility: Requirements for household
appliances, electric tools and similar apparatus (11/04)

Part 1: Emission (11/05)

Glow-starters for fluorescent lamps (02/03)

Electric strength of insulating:materials — Test methods (11/03)

Part 2: Additional requirements for tests using direct voltage (11/05)

Low voltage fuses
Part 1: General requirements (11/05)

Part 2: Supplementary requirements for fuses for use by authorised
persons (fuses mainly for industrial applications) (11/05)

Specification for degrees of protection provided by enclosures
(IP‘code)

Luminaires. Particular requirements (11/05)

Part 2-3: Luminaires for road and street lighting (05/06)

Specification for circuit breakers for overcurrent protection
for household and similar installations

Specification for ballasts for tubular fluorescent lamps.
Performance requirements

Auxiliaries for lamps. Ballasts for discharge lamps (excluding
tubular fluorescent lamps). Performance requirements (02/03)

Specification for low-voltage switchgear and controlgear (11/05)

Part 2: Circuit breakers (05/06)

501

5005
5006

402

104
104NI
942
1026

Table 5/2

1507
1423
1506

1406
1406

1414
Appx B

1313

1416
1416

1407
1418

1407
Appx B
1416
1412

1412
Appx B

1416
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BS EN 60947-3

BS EN 61048

BS EN 61049

BS EN 61347
BS EN 61347-1
BS EN 61347-2-1

BS EN 61347-2-8

BS EN 61347-2-9

BS EN 62035

BS EN 62305
BS EN 62561
BS EN ISO 62
BS EN ISO 179

‘BS EN ISO 179-2
BS 2782-3:Method
359B°

BS EN ISO 868

‘BS EN ISO 877,
BS 2728-5:
Method 550B°

BS EN ISO 898-1

BS EN ISO 1461

BS EN ISO 1856

BS EN 1S©.2063

‘BS EN ISO 2409,
BS 3900-E6’

Part 3: Switches, disconnectors, switch-disconnectors and fuse-
combination units (05/06)

Specification for capacitors for use in tubular fluorescent and
other discharge lamp circuits. General and safety requirements

Specification for capacitors for use in tubular fluorescent and
other discharge lamp circuits
Performance requirements

Lamp controlgear. General and safety requirements (11/08)
Part 1: General and safety requirements (11/08)

Part 2-1: Particular requirements for starting devices (other than
glow starters) (11/08)

Part 2-8: Particular requirements for ballasts for fluorescent
lamps (11/08)

Part 2-9: Particular requirements for ballasts for discharge lamps
(excluding fluorescent lamps) (11/08)

Discharge lamps (excluding fluorescent lamps), Safety
specifications (02/03)

Protection against lightning. (02/17)

Lightning protection system comiponents (LPSC). (02/17)
Plastics. Determination of water absorption (